
  RM1206GA-*XXXXJN-91

CHIP RESISTOR
Features:
♦ ♦ ♦ ♦ ♦   Alumina Material
♦ ♦ ♦ ♦ ♦      Back Metallization
♦ ♦ ♦ ♦ ♦  .5 to 1 Mohm

General Description:
The RM1206GA-*XXXXJN-91 is a 50 ohm

standard back metallization style chip resistor
(.5 - 1Mohm available).  Its compact size is ideal for
miniature electronic components.

         * See below for ordering options
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            Barry Industries reserves the right to change part number and or process without notification.

noitanigirO
etaD

noisiveR
etaD .veR

90/92/90 90/92/90 -

0 .5....R 500
1  ......1R 00
10.....10R 0
50.....50R 0
100 ...1000
150 ...1500
1K .....1001

F  - 1%
G  - 2%
J - 5%
K  - 10%
L - 20%
X  - S pecia l

-91  - .015" A lum ina   - 5  W att

B A  -  F in ish availab le  on  A lum ina  and  A lum inum  N itride
         P a llad ium  S ilve r, E poxy  M ount, R oH S  C om pliant
 

GA - Gold Finish, RoHS Compliant
             Epoxy Mount, Wire Bondable

J ......5%

RM 1206 GA-* XXXX J N -91RM 1206 GA-* XXXX J N -91RM 1206 GA-* XXXX J N -91RM 1206 GA-* XXXX J N -91RM 1206 GA-* XXXX J N -91

RoHS

COMPLIANT
TM

Barry Industries, Inc.,  60 Walton St.,  Attleboro, MA 02703  T: 508-226-3350   F: 508-226-3317   E-mail: sales@barryind.com
                                     Barry Industries maintains an ISO 9001 Certified Quality Management System 


